Certificate of Analysis

for

Empore Tape Pads (Model #: 660)

CDS Product ID: 98-0604-0472-4
CDS Lot #s: RS33770

Typical Physical Properties

Certificate Date: 9-27-2024

Property Values Method
Color Transparent
Total Tape Thickness 0.079 mm 3.1 mil ASTM D3652
Backing Thickness 0.051 mm 2 mil ASTM D3652
Backing biaxially oriented

polypropylene film
Adhesive Pressure sensitive hot melt rubber resin
Holding Power to Fiberboard 12,000+ min ASTM D3654
Typical Performance Characteristics

Property Values Substrate
Peel Adhesion 6 N/cm 55 oz/in ASTM D3330 Stainless Steel
Elongation at Break 160 % ASTM D3759

Tensile Strength

61.3 N/cm 35 Ib/in

Test Condition

Machine Direction

122.6 N/cm 70 1b/in

Cross Direction

Property: Tensile Strength
Method: ASTM D3759
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Maxium Pressures:
Adhesion Strength
55.0 0z/in

Tensile Strength (Imperial)
35 Ib/in

Maximum operation temperature

120°F (48.9°C)

Temperature with best performance

40-80°F (4-26°C)

This is to certify that the material shipped on this order is in conformance with CDS
specifications.
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